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YAOBO WIRE & CABLE

YAOBO ELECTRON

UL1015 Flat Cable Flat Ribbon Wire J-#E%;

[ ¥ W PRODUCT DESCRIPTION
T mE: 80°C/90°C/105C ®Rate temperature: 80°C/90°C/105C
@ ®/E: 600V/750V ®Rate voltage: 600V/750V
@ FRK: B F RS 30~ 16AWG 4E45 54840 ® Conductor: 30~ 16AWG (Solid or stranded, tinned or bare copper)
e 4% FA LK (PVC) ® Insulation: PVC
® FHLARE4&: VW-1&CSAFT1. FT2 ®Flame test: VW-1&CSAFT1. FT2
® 2 A7k UL758 UL1581 UL2556 ®Reference standard: UL758 UL1581 UL2556
e % B0 E: ® Application: For internal wiring of electronic and
o FT—HeF. wBEkENNERL electrical equipment
r 4K Conductor r %% Insulation
] ] A% Brown
[ 21 Red
] | - P& Orange
% ] # Yellow
% ] #2. %)«ﬁ Green
E S ® #% Blue
g e ] %8 Purple
A B JK Grey
1 B White
. 0D
WP MARKING % EpF Each core marking

AN AWM 1015 ( )AWG 105° C 300V VW-1 E332441 YAOBO ¢\ AWM I A 105° C 300V FT1

. © RoHS
W = b4 4 CABLE CONSTRUCTION e us Compliant
2011/65/EU
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CONDUCTOR INSULATION MAX. COND. STANDARD PUT-UP

o | HIE ik HME ] BE MR RESISTANCE o Ak

g [ oo | ok | T MOS0 |k 20000 | g | o
30 [1.90 7/0.1 0.30 | 2-30 1.90 376. 96 1000 305
28 12.00 7/0.127 0.39 | 2-30 2.00 237.25 1000 305
26 12.10 7/0.16 0.49 | 2-30 2.10 148. 94 1000 305
24 12.20 11/0. 16 0.61 | 2-30 2.20 93.25 1000 305
22 12.35 17/0.16 0.76 | 2-20 b0 2. 35 55.0 1000 305
20 | 2.55 21/0.178 0.94 | 2-20 2.55 34.6 1000 305
18 12.80 34/0.178 1.20 | 2-10 2. 80 21.8 1000 305
16 [3.10 26/0. 254 1.50 | 2-10 3.10 13.7 1000 305




